SPULII60LEDANXX Ll—lig llt

Timo Ripatti

Collezione composta da lampade a parete, GENERAL INFORMATION

soffitto e sospensione in alluminio.

Disponibile in due colori e diverse dimensioni.

Sorgente luminosa a LED integrato dimmerabile.

Disponibile con opzione fonoassorbente. COLOURS CANOPY

sizes. Built-in LED dimmable light source. .
Available with sound-absorbing panel option. # /

Prodotto fonoassorbente / anthracite rust brown
Sound absorbing product grey

Collection consisting of wall, ceiling and suspended ‘ \
lamps in aluminium. Available in two colours and few — 5 ‘
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u—light

Timo Ripatti

SP ULI 090 LED
kg7.2m° 0,19

max 380 cm

82,6 cm

23x23cm

@\ @ 90 cm

SPULI120 LED
kg 82 me 0,33

28,3cm 143 cm

iﬁ \ @ 35.8cm !

[ @120 cm

8.5cm

max 400 cm

12,6 cm

23x23cm

SP ULI 160
kg18,8m? 0,6

28,3 cm 143 cm

xscm l

/ @160 cm

8,5cm

max 430 cm

1426 cm

2:8x 2.8lcm

@ IP20 CRI9O ﬁ LED

U-LIGHT / downward lighting only
/ DRIVER INCLUDED

3000K*
2700K upon request

LED 63W - diffused beam
~5158 Im* 82 Im/W* source

100-240Vac

Colours
AN anthracite / grey
RU rust / brown

example composition code
SP ULIO90 LED AN XX

@ 1p20 crigo ﬁ [=h)

1-10v
U-LIGHT / downward lighting only
/ DRIVER INCLUDED

3000K*
2700K upon request

LED 86W - diffused beam
~7736 Im* 90 Im/W* source

100-240Vac
Colours

AN anthracite / grey
RU rust / brown

example composition code
SP ULI120 LED AN XX

@ ip20 crigo ﬁ] LED

U-LIGHT / downward lighting only
/ DRIVER INCLUDED

3000K*
2700K upon request

LED 125W - diffused beam
~9025Im* 72 Im/W* source

100-240Vac
Colours

AN anthracite / grey
RU rust / brown

example composition code
SP ULI160 LED AN XX

other CCT options
available upon request

KITFASPULOSOAAYV, KITFASPUL120AAV
opzione fonoassorbente antracite /
sound absorbing option anthracite

KITFASPULOSORAV, KITFASPUL120RAV
opzione fonoassorbente ruggine /
sound absorbing option rust brown

pannello fonoassorbente non
disponibile / sound assorbing
panel not available

81
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SP ULA 090 LED canopy
SP ULA 090 LED recessed
canopy kg 5.8 m* 0,128
recessed kg 2,5 m® 0,126

recessed canopy

2,32 8cm!

A
max 280 cm

@90 cm

rosone standard /standard canopy

27 cm
|5
BN S

rosone incasso / recessed canopy

hole @ 4,5 cm

wﬁ@f&“‘ 5 =
N
min depth 10cm @\\ ?6,5cm

SP ULA 120 LED canopy
SP ULA 120 LED recessed
canopy kg 6,5 m® 0,180
recessed kg 3 m® 0,150

recessed canopy

max 290 cm

@120 cm

rosone standard /standard canopy

27 cm
|5
IR S

rosone incasso / recessed canopy
hole @ 45 cm
5 =

N
min depth 10cm @: ?6,5cm

@ p20 criso ﬁ (=)
U-LIGHT / suspension with canopy / DRIVER INCLUDED

3000K*
2700K upon request

LED 63W - diffused beam
~5158 Im* 82 Im/W* source

100-240Vac

Colours
AN anthracite / grey
RU rust / brown

example composition code
SP ULAOSO LED AN XX

@ IP20 CRISO m LED

dedicated PSU

U-LIGHT / recessed suspension lamp / DRIVER NOT INCLUDED

3000K*
2700K upon request

LED 54W - diffused beam
~5158 Im* 95 Im/W* source

24Vbpc
Colours

AN anthracite / grey
RU rust / brown

example composition code
SP ULAOSO LED AN IN

foro - hole @ 4,5 cm / profonditd min - min depth 10 cm

]=E

CEDMWCO00202 dimmable 1-10V 24Vbc / driver max 80W

CEDMWCO00204 dimmable DALI 24Vbc / driver max 7SW

@ 1p20 crigo =4  [E

1-10v

U-LIGHT / suspension with canopy / DRIVER INCLUDED

3000K*
2700K upon request

LED 86W - diffused beam
~7736 Im* 90 Im/W* source

100-240Vac
Colours

AN anthracite / grey
RU rust / brown

example composition code
SP ULA120 LED AN XX

@ IP20 CRISO %wtl LED

dedicated PSU

U-LIGHT / recessed suspension lamp / DRIVER NOT INCLUDED

3000K*
2700K upon request

LED 74W - diffused beam
~7736 Im* 104 Im/W* source

24Vbc

Colours

AN anthracite / grey
RU rust / brown

example composition code
SP ULA120 LED AN IN

foro - hole @ 4,5 cm / profondita min - min depth 10 cm

:=E

CEDMWCO00203 dimmable 1-10V 24Vbc / driver max 100W

CEDMWCO00205 dimmable DALI 24Vbc / driver max 100W

Installazione downlight o uplight.
Downlight or uplight mounting.

other CCT options
available upon request

KITFASPULAOSOAYV,
KITFASPULAOOOAV

opzione fonoassorbente avorio /
sound absorbing option ivory.
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SP ULA 160 LED canopy
SP ULA 160 LED recessed
canopy kg 9,1 m® 0,310
recessed kg 4,8 m*® 0,280

recessed canopy

standard canopy

2,3x2,3cm
I

max 290 cm

@ 160 cm

rosone standard /standard canopy

27 cm
|5
BN S

rosone incasso / recessed canopy

e hole @ 45 cm
O [« >
‘v
min depth 10cm @: ?65cm

SP ULA 180 LED canopy
SP ULA 180 LED recessed
canopy kg 10,5 m® 0,330
recessed kg 5,4 m® 0,310

recessed canopy

standard canopy

2,3x2,3cm
I

max 280 cm

@ 180 cm

rosone standard /standard canopy

27 cm
1 |5
g S

rosone incasso / recessed canopy

e hole @ 45 cm
O
% |<r (-
min depth 10cm @: ©65cm

@ IP20 CRI9O ﬁl
U-LIGHT / suspension with canopy / DRIVER INCLUDED

3000K*
2700K upon request

LED 125W - diffused beam
~3025 Im* 72 Im/W* source

100-240VAC
Colours

AN anthracite / grey
RU rust / brown

example composition code
SP ULA160 LED AN XX

> 2o crigo |

dedicated PSU

U-LIGHT / recessed suspension lamp / DRIVER NOT INCLUDED

3000K*
2700K upon request

LED 102W - diffused beam
~39025Im* 88 Im/W* source

24Vbc

Colours
AN anthracite / grey
RU rust / brown

example composition code
SP ULA160 LED AN IN

foro - hole @ 4,5 cm / profondita min - min depth 10 cm

dimmable 1-10V 24Vbc

3=c SEDHMWEQO2G2 driver max 80W x 2 pcs
dimmable DALI 24Vbc

CERMWC00204 driver max 7SW x 2 pcs

@ 2o crigo ﬁl

1-10v

U-LIGHT / suspension with canopy / DRIVER INCLUDED

3000K*
2700K upon request

LED 15S3W - diffused beam
~10315Im* 67 Im/W* source

100-240VAC
Colours

AN anthracite / grey
RU rust / brown

example composition code
SP ULA180 LED AN XX

> 1p20 crigo —

dedicated PSU

U-LIGHT / recessed suspension lamp / DRIVER NOT INCLUDED

3000K*
2700K upon request

LED 123W - diffused beam
~10315 Im* 84 Im/W* source

24Vbpc

Colours

AN anthracite / grey
RU rust / brown

example composition code
SP ULA180 LED AN IN

foro - hole @ 4,5 cm / profonditd min - min depth 10 cm
dimmable 1-10V 24Vbc

::=: CERMINCOD203 driver max 100W x 2 pcs
dimmable DALI 24Vbc

GERRIWGODEOS driver max 100W x 2 pcs

Installazione downlight o uplight.

Downlight or uplight mounting.

other CCT options
available upon request

KITFASPULAOOOAV
opzione fonoassorbente avorio /
sound absorbing option ivory.
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u—light

Timo Ripatti

PL UL 1090 LED h10 cm canopy
PL UL 2 090 LED h25 cm canopy
PLUL1: kg 5.8 m® 0,128

PLUL 2: kg 6,3 m® 0,128

standard
canopy
@ 33cm

\ @ S0cm

rosone standard /standard canopy

e7.cm
» @\ @33 cm
=

82cm

IS
n
o
3

Cj
=

1@ er 25 cm

EEikEE

altezze disponibili
available heights

LD

10 cm 25cm
height height

PL UL 1090 LED h10 cm recessed
PL UL 2 090 LED h25 cm recessed

PLUL1:kg 2,7 m® 0,126
PLUL 2:kg 3,1 m? 0,126

recessed
canopy @ 6.5cm

\@ 90cm

rosone incasso / recessed canopy
c hole @ 45 cm
O @
‘ﬁ

ﬁ\ @ B5cm

min depth 10cm

@ p20 crigo ﬁl

1-10V

U-LIGHT / h10 cm or h25 cm ceiling lamp with canopy / DRIVER INCLUDED

3000K*
2700K upon request

LED 63W - diffused beam
~5158 Im* 82 Im/W* source

100-240Vac

Colours
AN anthracite / grey
RU rust / brown

example composition code
PL UL1090 LED AN XX

> 2o crigo =

dedicated PSU

U-LIGHT / h10 cm or h25 cm recessed ceiling lamp / DRIVER NOT INCLUDED

3000K*
2700K upon request

LED 54W - diffused beam
~5158 Im* 95 Im/W* source

24Vbc

Colours

AN anthracite / grey
RU rust / brown

example composition code
PL UL10SO LED AN IN

foro - hole @ 4,5 cm / profonditd min - min depth 10 cm

CEDMWCO00202 dimmable 1-10V 24Vbc / driver max 80W

@ 4,5cm
@ 2cm S

T - SEe——

2.3x2,3cm
I
10 or25cm

altezze disponibili
available heights

LD

10 cm 25cm
height height

88

CEDMWCO00204 dimmable DALI 24Vbc / driver max 75W

Installazione come plafoniera
(downlight o uplight) oppure
applique (con illuminazione verso
la superficie di installazione).
Application: both as ceiling
(downlight or uplight mounting)
or wall lamp (only wallward light).

other CCT options
available upon request

KITFAPLULAOSOAY (canopy),
KITFAPLULOSOIAYV (recessed)
opzione fonoassorbente avorio /
sound absorbing option ivory.

u—light

Timo Ripatti

PL UL 1120 LED h10 cm canopy
PL UL 2 120 LED h25 cm canopy
PL UL 1: kg 6,6 m® 0,180

PLUL 2: kg7 m® 0,180

standard

canopy
@ 33cm

\@ 120cm

rosone standard /standard canopy

27 cm
‘ES\‘ 5 @\@330\1

@ 4,5cm @ 2cm £
1 plli

altezze disponibili
available heights

LD

10 cm 25cm
height height

82cm

2185 2 8 el
10 or

PL UL 1120 LED h10 cm recessed
PL UL 2 120 LED h25 cm recessed
PL UL 1: kg 3,2 m® 0,150

PLUL 2: kg 3,6 m*® 0,150

recessed
canopy
@ B.5cm

\@ 120cm

rosone incasso / recessed canopy
hole @ 45 cm

,ﬂ@&g 1 =

N

min depth 10cm @: @ 8,5 cm
@ 4,5cm

- 7 . @ 2cm g

: g

m

a T 1 6

= =

ol

altezze disponibili
available heights

LD

10 cm 25cm
height height

@ p20 crigo ﬁl

1-10V

U-LIGHT / h10 cm or h25 cm ceiling lamp with canopy / DRIVER INCLUDED

3000K*
2700K upon request

LED 86W - diffused beam
~7736 Im* 90 Im/W* source

100-240Vac

Colours
AN anthracite / grey
RU rust / brown

example composition code
PL UL1120 LED AN XX

> 1p20 crigo =

dedicated PSU

U-LIGHT / h10 cm or h25 cm recessed ceiling lamp / DRIVER NOT INCLUDED

3000K*
2700K upon request

LED 74W - diffused beam
~7736 Im* 104 Im/W* source

24Vbc

Colours

AN anthracite / grey
RU rust / brown

example composition code
PL UL1120 LED AN IN

foro - hole @ 4,5 cm / profondita min - min depth 10 cm

3=c

CEDMWCO00203 dimmable 1-10V 24Vbc / driver max 100W

CEDMWCO00205 dimmable DALI 24Vbc / driver max 100W

Installazione come plafoniera
(downlight o uplight) oppure
applique (con illuminazione verso
la superficie di installazione).
Application: both as ceiling
(downlight or uplight mounting)
or wall lamp (only wallward light).

other CCT options
available upon request

KITFAPLULA120AV (canopy),
KITFAPLUL120IAV(recessed)
opzione fonoassorbente avorio /
sound absorbing option ivory.
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PLUL1160LEDANXX
KITFAPLULAOOOAV

u—light

Timo Ripatti

PL UL 1160 LED h10 cm canopy
PL UL 2 160 LED h25 cm canopy
PLUL 1: kg 9,2 m® 0,310

PLUL 2: kg 9,6 m® 0,310

standard

\ @ 160cm

rosone standard /standard canopy

27
E
G
ImN} .

i i

i i

2,3x 2.2 cm|
10 or 25 cm

altezze disponibili
available heights

L L

10cm 25cm
height height

PL UL 1160 LED h10 cm recessed
PL UL 2 160 LED h25 cm recessed
PLUL 1: kg S m? 0,280
PLUL 2: kg 5,4 m® 0,280

recessed

canopy
@ 6.5cm

\@ 160cm

rosone incasso / recessed canopy
hole @ 45 cm

=
% 15 =
min depth 10cm @: i

@ 65cm
@ 45cm

e S @ 2cm £
o 7 ¥ 0
Ut i o
% [}
o) C]
ai

altezze disponibili
available heights

L L

10cm 25cm
height height

@ IP20 CRISO ﬁ

U-LIGHT / h10 cm or h25 cm ceiling lamp with canopy / DRIVER INCLUDED

3000K*
2700K upon request

LED 125W - diffused beam
~9025Im* 72 Im/W* source

100-240Vac

Colours
AN anthracite / grey
RU rust / brown

example composition code
PL UL1160 LED AN XX

> p20 crigo ﬁ LED

dedicated PSU

U-LIGHT / h10 cm or h25 cm recessed ceiling lamp / DRIVER NOT INCLUDED

3000K*
2700K upon request

LED 102W - diffused beam
~9025Im* 88 Im/W* source

24Vbc

Colours

AN anthracite / grey
RU rust / brown

example composition code
PL UL1160 LED AN IN

foro - hole @ 4,5 cm / profondita min - min depth 10 cm
CEDMWC00202 dimmable 1-10V 24Vbc

=E driver max 80W x 2 pcs
=
dimmable DALI 24Vbc
CERIGANC00208 driver max 7SW x 2 pcs

Installazione come plafoniera
(downlight o uplight) oppure
applique (con illuminazione verso
la superficie di installazione).
Application: both as ceiling
(downlight or uplight mounting)
or wall lamp (only wallward light).

other CCT options
available upon request

KITFAPLULAOOOAV (canopy),
KITFAPLULOOOIAV (recessed)
opzione fonoassorbente avorio /
sound absorbing option ivory.
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PLUL109OLEDRUXX
PLUL1160LEDRUXX
PLUL2120LEDRUXX

u—light

Timo Ripatti

PL UL 1180 LED h10 cm canopy
PL UL 2 180 LED h25 cm canopy
PL UL 1: kg 6,6 m® 0,180

PLUL 2: kg7 m® 0,180

standard

\ @ 180cm

rosone standard /standard canopy

27'em
£
o
\ g @\ @33cm

T T

1 1

23x23cm
;L:
10 or 25 cm

altezze disponibili
available heights

4L

10cm 25cm
height height

PL UL 1180 LED h10 cm recessed
PL UL 2 180 LED h25 cm recessed
PL UL 1: kg 3,2 m® 0,150

PLUL 2: kg 3,6 m*® 0,150

recessed

\@ 180cm

rosone incasso / recessed canopy
hole @ 45 cm

=
rw% I —
s
min depth 10cm $\

\@ 6.5 cm
@ 45cm

e S e :
% i n
Gt 1 s
& [}
) =
al

altezze disponibili
available heights

L L

10cm 25cm
height height

@ IP20 CRISO _w%]

U-LIGHT / h10 cm or h25 cm ceiling lamp with canopy / DRIVER INCLUDED

3000K*
2700K upon request

LED 15S3W - diffused beam
~10315 Im* 67 Im/W* source

100-240Vac
Colours

AN anthracite / grey
RU rust / brown

example composition code
PL UL1180 LED AN XX

> p20 crigo ﬁ LED

dedicated PSU

U-LIGHT / h10 cm or h25 cm recessed ceiling lamp / DRIVER NOT INCLUDED

3000K*
2700K upon request

LED 123W - diffused beam
~10315 Im* 84 Im/W* source

24Vbc

Colours
AN anthracite / grey
RU rust / brown

example composition code
PL UL1180 LED AN IN

foro - hole @ 4,5 cm / profonditd min - min depth 10 cm

dimmable 1-10V 24Vbc
driver max 100W x 2 pcs
dimmable DALI 24Vbc
driver max 100W x 2 pcs

CEDMWC00203

CEDMWC00205

Installazione come plafoniera
(downlight o uplight) oppure
applique (con illuminazione verso
la superficie di installazione).
Application: both as ceiling
(downlight or uplight mounting)
or wall lamp (only wallward light).

other CCT options
available upon request

KITFAPLULAOOOAV (canopy),
KITFAPLULOOOIAV (recessed)
opzione fonoassorbente avorio /
sound absorbing option ivory.
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