(Guise

Design by Stefan Diez

Crafted of precision glass and embedded with a row of recessed LEDS,

Guise explores the relationship between light and transparency. The light

inside the glass appears invisible while the delicately engraved surface
radiates an intense glow, the markings beautifully diffusing the light.

Wall
2260 2262
@ 54 cm 292 cm
2260 Finishes LED temperature colour Control
@® 18/ Graphite /2_3000KE > 2260 / 6
(ADAPTA RF9913WX) CRI >90 445,29 Im 45 Im/W Sensor
254 cm Tom
- 4 Materials Packaging
Diffuser: Borosilicate glass. LED support: Aluminum. 1Box 0,69 x 0,69 x 0,09 m
Vol 0,043 m3
Gross weight 7 Kg Net weight 4 K
N Light Source and electronics 2 J d J
2bem 1x LED STRIP 24V 10 W Notes
Constant Voltage 24V Electric cable with plug 3 m
100~240V 50/60Hz
® ce @
2262 Finishes LED temperature colour Control
@ 18/ Graphite /2_3000KE > 2262 /6
(ADAPTA RF9913WX) CRI >90 897,71Im 52 Im/W Sensor
292cm Tom
Materials Packaging
Diffuser: Borosilicate glass. LED support: Aluminum. 1Box 1,04 x 1,04 x 0,10 m
Vol 0,104 m3

250m

Light Source and electronics
1x LED STRIP 24V 17,2 W.

Constant Voltage 24V
100~240V 50/60Hz

Gross weight 16,5 Kg Net weight 11,58 Kg

Notes
Electric cable with plug 3 m
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Finish
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Control
2270 Finishes LED temperature colour Control
30em @ 18/ __Graphite /2 _3000K[E > 2270 /1
— (ADAPTA RF9913WX) CRI >90 1097,74 Im 55 Im/W DALI-2
=2 2270 __/_6
c Sensor
S 2270/ Z
3 Casambi
]
E 5
8
_ Materials Packaging
216 cm Diffuser: Borosilicate glass. Body: Aluminum. 1Box 0,87 x 0,35x 0,37 m
. . Vol 0,113 m3
34cm Light Source and electronics Gross weight 6,5 Kg Net weight 5 Kg
£ 1x LED STRIP 24V 20 W
€= - & Constant Voltage 24V Notes
110~240V 50/60Hz Extra cable length. 16,00 €/m
@ ce @
2271 Finishes LED temperature colour Control
30cm @ 18/ __ Graphite /2_3000K[E_ > 2271__ /1
= = (ADAPTA RF9913WX) CRI >90 3484,8Im 87,12 Im/W  DALI-2
"9 2271__/_3
1-10V
£ £
o o
i
‘g. £ Materials Packaging
£ {8 Diffuser: Borosilicate glass. Body: Aluminum. 2 Boxes
c . . Total Vol 0,231 m3
{: Light Source and electronics Gross weight 13 Kg Net weight 10 Kg
° 2x LED STRIP 24V 20 W
- Constant Voltage 24V Notes
216cm 110~240V 50/60Hz Electric cable with plug 2 m.
34om Extra cable length. 16,00 €/m
6= :5 UNTIL STOCK RUNS OUT
w
D 43 ©
2272 Finishes LED temperature colour Control
3 @ 18/ __ Graphite /2_3000K[E > 2272 __/_6
o (ADAPTA RF9913WX) CRI >90 1097,74 Im 55 Im/W Sensor
o
3]
£| §] 5
slElg| )]s
8
< Materials Packaging
é § Diffuser: Borosilicate glass. LED support: Aluminum. 1Box 0,45x 0,80 x 0,20 m
2] . X Vol 0,0072 m3
) Light Source and electronics Gross weight 16,10 Kg Net weight 16,10 Kg
g 1x LED STRIP 24V 20 W
Constant Voltage 24V Notes
o 110~240V 50/60Hz Extra cable length. 16,00 €/m
o6 em (€0) O] 20 C € [EAC) @ [Bvolt
2275 Finishes LED temperature colour Control
@ 18/ __ Graphite /2_3000K[E__ > 2275 /1
(ADAPTA RF9913WX) CRI>90 1404,68 Im 47 Im/W DALI-2
2275 __/_6
30cm Sensor
£
o
Q
& Materials Packaging
3| ¢ Diffuser: Borosilicate glass. Body: Aluminum. 1Box 0,87 x 0,35 x 0,37 m
€| G
wl . . Vol 0,113 m?
= Light Source and electronics Gross weight 6,5Kg Net weight 5 Kg
1x LED STRIP 24V 20 W
Constant Voltage 24V Notes
63cm

110~240V 50/60Hz

Extra cable length. 16,00 €/m
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Guise

2277 Finishes LED temperature colour Control
@ 18/ Graphite /2 _3000K[E__> 2277 /1
(ADAPTA RF9913WX) CRI >90 1404,68 Im 47 Im/W DALI-2
30cm 2277  /_6
Sensor
c 2277 / Z
S Casambi
o
N [
] I
E| §
ol
‘s Materials Packaging
Diffuser: Borosilicate glass. Body: Aluminum. 1Box 1,18 x 0,35 x 0,37 m
] . . Vol 0,153 m?
89 cm Light Source and electronics Gross weight 9,5 Kg Net weight 7,5 Kg
1x LED STRIP 24V 30 W
Constant Voltage 24V Notes
100~240V 50/60Hz Extra cable length. 16,00 €/m
& ce ©
2282 Finishes LED temperature colour Control
@ 18/ Graphite /2 _3000K[E > 2282 /1
(ADAPTA RF9913WX) CRI >90 398,74 Im 33 Im/W DALI-2
25cm 2282 /_ 6
Sensor
2282 / B
£ 1-10V, Push
S 2282 / Z
e | Casambi
o (o]
lo |2
@ Materials Packaging

25.cm Ceiling rose: Steel.

Diffuser: Borosilicate glass. Body: Aluminum.

Light Source and electronics

1x LED STRIP 24V 12 W
Constant Voltage 24V
110~240V 50/60Hz

1Box 0,41x0,41x 0,38 m
Vol 0,0639 m?
Gross weight 3,3 Kg Net weight 2,3 Kg

Notes
Extra cable length. 16,00 €/m
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2284 Finishes LED temperature colour Control
@ 18/ __ Graphite /2 _3000KlE__ > 2284 /1
(ADAPTA RF9913WX) CRI >90 398,74 Im 33 Im/W DALI-2
25 cm 2284 / 6
Sensor
2284 / B
. 1-10V, Push
= 2284 / Z
S Casambi
]
e | €
o
3
Materials Packaging
Diffuser: Borosilicate glass. Body: Aluminum. 1Box 0,41x 0,41x 0,56 m
Ceiling rose: Steel. Vol 0,0941 m?
. . Gross weight 6,2 Kg Net weight 5,2 Kg
Light Source and electronics
1x LED STRIP 24V 12 W Notes
Constant Voltage 24V Extra cable length. 16,00 €/m
10~240V 50/60Hz UNTIL STOCK RUNS OUT
D ce ®
2288 Finishes LED temperature colour Control
@ 18/ Graphite /2_3000KE > 2288/ 1
(ADAPTA CRI >90 868,87 Im 48 Im/W DALI-2
40 cm RF9913WX) 2288 / 6
R Sensor
2288 / B
5 1-10V, Push
g 2288/ Z
N Casambi
g
5}
&
Materials Packaging
Diffuser: Borosilicate glass. Body: Aluminum. 1Box 0,56 x 0,56 x 0,46 m
Ceiling rose: Steel. Vol 0,1443 m3

Light Source and electronics
40cm 1x LED STRIP 24V 18 W

Constant Voltage 24V

110~240V 50/60Hz

Gross weight 11,7 Kg Net weight 9,7 Kg

Notes
Extra cable length. 16,00 €/m

Lep] D (ip20] C€ [Eac] @




Guise

Ceiling
2292 2294 2298
225cm 225cm 240 cm
2292 Finishes LED temperature colour Control
@ 18/ __ Graphite /2 _3000K[E > 2292 /1
(ADAPTA RF9913WX) CRI>90 398,74 Im 33 Im/W DALI-2
2292 / B
25cm 1-10V, Push
2292 [/ Z
5§ Casambi
i
Materials Packaging
Diffuser: Borosilicate glass. Body: Aluminum. 1Box 0,41x 0,41x 0,33 m
. . Vol 0,0555 m?
e — Light Source and electronics Gross weight 3,2 Kg Net weight 2,2 Kg
25iem 1x LED STRIP 24V 12 W
Constant Voltage 24V @ ce ®
110~240V 50/60Hz
2294 Finishes LED temperature colour Control
@ 18/ Graphite /2 _3000K[E > 2294 /1
25cm (ADAPTA RF9913WX) CRI>90 398,74 Im 33 Im/W DALI-2
—_ 2294 / B
1-10V, Push
£ 2294 / 2
& Casambi
[92)
Materials Packaging
Diffuser: Borosilicate glass. Body: Aluminum. 1Box 0,41x 0,41x 0,51 m
Vol 0,0857 m?

Light Source and electronics
1x LED STRIP 24V 12 W
Constant Voltage 24V
110~240V 50/60Hz

25cm

Gross weight 6,1Kg Net weight 5,1Kg

Notes
UNTIL STOCK RUNS OUT

(o) O [ip20] C€ (EAC] @ [Bi-volt]
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2298 s EI ur Contro
@ 18/ __ Graphite /2 _3000K[E__ > 2298 /1
(ADAPTA RF9913WX) CRI >90 398,74 Im 22 Im/W DALI-2
2298 / B
1-10V, Push
2298 / Z
Casambi

40 cm

28cm

Diffuser: Borosilicate glass. Body: Aluminum. 1Box 0,56 x 0,56 x 0,46 m
Vol 0,1443 m3
Gross weight 13,3 Kg Net weight 11,3 Kg

1x LED STRIP 24V 18 W D ce ]

40.cm Constant Voltage 24V
220~240V 50/60Hz




