Algorithm ric

Design by Toan Nguyen

Like a cloud of frozen rain, this collection brings together beauty
and geometry. Mathematical order provides a magical harmony

with an astonishing range of permutations and compositions.

Can be customized to suit any space.
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* Built-in version

75cm

0825 *0827

89cm

0880 *0882

\\

L | It

160 cm

0885 *0887

T OO T

123 cm

0830 *0832

214 cm

0835 *0837

305cm

0840 *0842



183 cm

0845 *0847

60 cm 10 cm

0855 *0857 0860 *0862

110 cm

0870 *0872

399 cm

0850 *0852

160 cm

0865 *0867

185 cm

0875 *0877



Algorithm Grid

Surface.

Built-in.
1,5 cm Die-cut diameter,

12 ecm minimum height in ceiling.
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Rigid stem installation.

Adjustable cable installation.

Fixed at 25 cm.
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Model

Finish

LED temperature colour

Control

Adjust height of standard model

To personalize luminaire height,
without adjusting diffusers layout.

The steel cables that go from the structure to the
ceiling are the only ones that allow the height of
the lamp to be adjusted. The installation manual
describes how to do this and how to cut the cables.

Personalise your own
Algorithm composition
quick and easy at

vibia.com
0825 Finishes LED temperature colour Control
@ 18/ Graphite /1_2700KEF > 0825 _/_A
5¢ (ADAPTA RF9913WX) CRI>90 3122,8Im 99 Im/W DALI-2,1-10V, Push
8o a1g g 93/ White /3_3500K > 0825/ Z
5%1 s (RAL9016) CRI>90 3122,8 Im 99,1 Im/W Casambi
j 5
g 5[
18 Materials Packaging
SO Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes

P

Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel.

Light Source and electronics

Total Vol. 0,324 m3
Gross weight 15,5 Kg Net weight 10,5 Kg

10 x LED 3,15 W 1050 mA Notes
75 cm Constant Current 1050 mA Surface
100~240V 50/60Hz
@ [20) C€ [Ea0) @
0827 Finishes LED temperature colour Control
® 18/ __ Graphite /1_2700K[E_> 0827/ A
c (ADAPTA RF9913WX) CRI>90 3122,8Im 99 Im/W DALI-2,1-10V, Push
S5 5115 om 93/ __ White /3 _3500KF__> 0827 / Z
Qe — (RAL9016) CRI>90 3122,8 Im 99,1 Im/W Casambi
)
£
o
ol § . .
ol 8 Materials Packaging
? g Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
29cm Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,324 m3

84 cm

75 cm

Light Source and electronics
10 x LED 3,156 W 1050 mA
Constant Current 1050 mA
100~240V 50/60Hz

Gross weight 15,5 Kg Net weight 10,5 Kg
Notes

Built-in

D q3 ©

D 210,5¢cm




Algorithm Grid

0830 Finishes LED temperature colour Control
@ 18/ __Graphite /1_2700KF_—> 0830 __/_A
c (ADAPTA RF9913WX) CRI>90 1873,68 Im 99 Im/W DALI-2,1-10V, Push
SE 219 om 93/ __White /3 _3500KEF_ 0830 / Z
ge | — (RAL90O16) CRI>90 1873,7Im 99,1Im/W  Casambi
;.S 2
8] <
5
2 £ Materials Packaging
2 I Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
- Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,705 m3
. . Gross weight 3,5 Kg Net weight 5,8 Kg
L I eAOS” Light Source and electronics
TBem 6 x LED 3,15 W 1050 mA Notes
Constant Current 1050 mA Surface
100~240V 50/60Hz
& ce @
0832 Finishes LED temperature colour Control
@ 18/ __ Graphite /1_2700KF > 0832 /_ A
(ADAPTA RF9913WX) CRI>90 1873,68 Im 99 Im/W DALI-2,1-10V, Push
£ 93/ __ White /3_3500K F—> 0832 /. Z
80 3 o115 0m (RAL9016) CRI>90 1873,7 Im 99,1 Im/W Casambi
QT =
i
§ Materials Packaging
sl § I Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
3 Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,705 m?
29cm . X Gross weight 3,5 Kg Net weight 5,8 Kg
€ Light Source and electronics
o a O 2
ol 6 x LED 3,15 W 1050 mA Notes
123 cm Constant Current 1050 mA Built-in
100~240V 50/60Hz
D ce @
G 210,5cm
0835 Finishes LED temperature colour Control
@ 18/ __Graphite /1_2700KF > 0835 __/_A
c (ADAPTA RF9913WX) CRI>90 3122,8Im 99 Im/W DALI-2,1-10V, Push
S5 219 om 93/ ... Whits /3_3500KF > 0835 / Z
Qe — (RAL9016) CRI>90 3122,8 Im 99,1 Im/W Casambi
x.E I 25 by
g £
5
8 5 I Materials Packaging
3 - Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
29 cm Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,3220 m?
c R i Gross weight 15,5 Kg Net weight 10,5 Kg
21 At O A Light Source and electronics
R 10 x LED 3,15 W 1050 mA Notes
Constant Current 1050 mA Surface

100~240V 50/60Hz

) O [20) (€ [EAc) @ (rvold




Model

Finish
LED temperature colour
Control
0837 Finishes LED temperature colour Control
@ 18/ __ Graphite /1_2700KF_>
(ADAPTA RF9913WX) CRI>90 3122,8 Im 99 Im/W
. 0837 / A
93/ White /3_3500KEF__ >
o DALI-2,1-10V, Push
Ec (RAL9016) CRI>90 3122,8 Im 99,1Im/W
o0 21,5¢cm 0837 /. Z
Qe - Casambi
% |
€
£
o
: ] Materials Packaging
& . Balll: Blowed glass. Glass fixation: Aluminum. 2 Boxes
29 cm Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,3220 m3
c . . Gross weight 15,5 Kg Net weight 10,5 Kg
S i SN o W N Light Source and electronics
o Ty 10 x LED 3,15 W 1050 mA Notes
Constant Current 1050 mA Built-in
100~240V 50/60Hz
@ ce @
G 2105¢cm
0840 Finishes LED temperature colour Control
@ 18/ Graphite /1_2700KF > 0840 / A
€ (ADAPTA RF9913WX) CRI >90 4371,92 Im 99 Im/W DALI-2,1-10V, Push
S5 019 om 93/ __ White /3 _3500KF_—> 0840 / z
CEA- » (RAL9016) CRI>90 4371,92Im 991Im/W  Casambi
o
£
o
Ql € i .
o o[ Materials Packaging
8 . Ball: Blowed glass. Glass fixation: Aluminum. 3 Boxes
29cm Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,5275 m3
= . . Gross weight 17,3 Kg Net weight 11,3 Kg
91 Light Source and electronics
o 508 14 x LED 3,15 W 1050 mA Notes
em Constant Current 1050 mA Surface
100~240V 50/60Hz
@ P20) C€ [Eac) @
0842 Finishes LED temperature colour Control
@® 18/ Graphite /1_2700K[F > 0842 / A
(ADAPTA RF9913WX) CRI>90 4371,92Im 99 Im/W DALI-2,1-10V, Push
Ec 93/ __ White /3 _3500KF_ > 0842 /. z
83 eM5cm (RAL9016) CRI>90 4371,92Im 991Im/W  Casambi
(S
£ | T
5
ol Materials Packaging
- o,ol Baill: Blowed glass. Glass fixation: Aluminum. 3 Boxes
= g Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,5275 m3
esem . . Gross weight 17,3 Kg Net weight 11,3 Kg
€ Light Source and electronics
@0 I 14 x LED 3,15 W 1050 mA Notes
Constant Current 1050 mA Built-in

306 cm

100~240V 50/60Hz

Lep] D [ip20] C€ (Eac] @

GO 210,5¢cm




140 cm

Algorithm Grid

0845 Finishes LED temperature colour Control
@ 18/ __Graphite /1_2700KF_— > 0845 / A
5e (ADAPTA RF9913WX) CRI >90 4371,92 Im 99 Im/W DALI-2,1-10V, Push
o 219 om 93/ __White /3 _3500K F 0845 / z
élé] 5. » (RAL9016) CRI>90 4371,92Im 99,1Im/W  Casambi
£ <
E £
o o
‘S_r ] € Materials Packaging
93 I Baill: Blowed glass. Glass fixation: Aluminum. 2 Boxes
Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,3220 m3
. . Gross weight 18,3 Kg Net weight 13,3 Kg
€ Light Source and electronics
o
3 14 x LED 3,15 W 1050 mA Notes
183 om Constant Current 1050 mA Surface
100~240V 50/60Hz
D ce o
0847 Finishes LED temperature colour Control
@ 18/ Graphite /1_2700K[F_> 0847 / A
c (ADAPTA RF9913WX) CRI >90 4371,92 Im 99 Im/W DALI-2,1-10V, Push
28 93/ __ White /3_3500KF__> 0847/ Z
Qe o M5 om (RAL9016) CRI>90 4371,921m 99,1 Im/W  Casambi
WE
£E]
£ £
o 8 Materials Packaging
2 &
s 7| § I Balll: Blowed glass. Glass fixation: Aluminum. 2 Boxes
2 Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,3220 m?
. . Gross weight 18,3 Kg Net weight 13,3 Kg
Light Source and electronics
5 14 x LED 3,156 W 1050 mA Notes
3 Constant Current 1050 mA Built-in
183 cm 100~240V 50/60Hz
o ce @
<D 210,5cm
0850 Finishes LED temperature colour Control
@ 18/ __ Graphite /1_2700K[F_> 0850 / A
(ADAPTA RF9913WX) CRI>90 9056,12 Im 99 Im/W DALI-2,1-10V, Push
§¢ 93/ __ White /3 _3500K[F__ 0850 / Z
8d P (RAL9016) CRI >90 9056,12 Im 99,1 Im/W Casambi
g% i
: £
sE &
£ = Materials Packaging
al o] Balll: Blowed glass. Glass fixation: Aluminum. 2 Boxes
® S0 Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,6260 m?®

399 cm

Light Source and electronics
29 x LED 3,15 W 1050 mA
Constant Current 1050 mA
100~240V 50/60Hz

Gross weight 26 Kg Net weight 20 Kg

Notes
Surface

(Lep] D (ip20] C€ @ [Dimmer] (Bi-volt




140 cm

Model

Finish
LED temperature colour
Control
0852 Finishes LED temperature colour Control
@ 18/ __Graphite /1_2700KF_> 0852 / A
(ADAPTA RF9913WX) CRI>90 9056,12 Im 99 Im/W DALI-2,1-10V, Push
93/ __White /3 3500K[F > 0852/ Z
§e (RAL9016) CRI>90 9056,121m 991Im/W  Casambi
Q ‘8 211,5cm
e :
55T
g £
£ Materials Packaging
o § Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
%I Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,6260 m?3
9 . . Gross weight 26 Kg Net weight 20 Kg
AeEn Light Source and electronics
£ 29 x LED 3,15 W 1050 mA Notes
3 | SO Constant Current 1050 mA Built-in
399 om 100~240V 50/60Hz
D 43 @
D 210,5em
0855 Finishes LED temperature colour Control
@ 18/ __Graphite /1_2700K F > 0855/ A
c (ADAPTA RF9913WX) CRI>90 1561,4 Im 99 Im/W DALI-2,1-10V, Push
S5 019 cm 93/ White /3 3500K[6 > 0855/ z
/e ¢ - (RAL9016) CRI>90 1130,4 Im 71,8 Im/W Casambi
N C 5. e
3E] <
£
5| €
o o I
S| a
2| ® Materials Packaging
5 Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
c esem Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,115 m?
3 . . Gross weight 8,5 Kg Net weight 5,8 Kg
3 Light Source and electronics
- 5x LED 3,15 W 1050 mA Notes
em Constant Current 1050 mA Surface
100~240V 50/60Hz
D ce @
0857 Finishes LED temperature colour Control
@ 18/ __Graphite /1_2700KF > 0857 _/_A
(ADAPTA RF9913WX) CRI>90 1561,4 Im 99 Im/W DALI-2,1-10V, Push
Ec 93/ __White /3_3500K 6> 0857/ Z
g%  eMSem (RALS016) CRI>90 1130,4Im 71,8Im/W  Casambi
N E
SE| <
£
5| &
‘8 2 [ Materials Packaging
Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
29 cm Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,115 m3
€ . . Gross weight 8,5 Kg Net weight 5,8 Kg
3 % Light Source and electronics
8 5x LED 3,15 W 1050 mA Notes
60 cm Constant Current 1050 mA Built-in

100~240V 50/60Hz

(o] D (r20) C€ [EAC] P
(Bi-volt) &> 210,5cm




Algorithm Grid

0860 Finishes LED temperature colour Control
c @ 18/ __Graphite /1_2700KF_> 0860 / A
S £ (ADAPTA RF9913WX) CRI>90 4059,64 Im 99 Im/W DALI-2,1-10V, Push
Se 219 om 93/ __White /
e ¢ — 3 _3500KF > 0860 _/_Z
XE] o- (RAL9016) CRI >90 4059,64 Im 991Im/W  Casambi
E
el gl
& Materials Packaging
29cm Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,3290 m3
5 . . Gross weight 17,35 Kg Net weight 11,85 Kg
o Light Source and electronics
- 13 x LED 3,15 W 1050 mA Notes
ETr— Constant Current 1050 mA Surface
100~240V 50/60Hz
@ (P20) C€ Eac) @
0862 Finishes LED temperature colour Control
@ 18/ __Graphite /1_2700KEF_> 0862 __/_A
Ee (ADAPTA RF9913WX) CRI>90 4059,64 Im 99 Im/W DALI-2,1-10V, Push
o5 . 93/ __ White /3_3500KF__> 0862 / z
Sw© ) :
8 i (RAL9016) CRI >90 4059,64 Im 99,1Im/W  Casambi
Sl
el § , .
“la Materials Packaging
- Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
29cm Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,3290 m3
. . Gross weight 17,35 Kg Net weight 11,85 Kg
£ Light Source and electronics
e 13 x LED 3,15 W 1050 mA Notes
Constant Current 1050 mA Built-in
10 om 100~240V 50/60Hz
D C€ ©
0865 Finishes LED temperature colour Control
@ 18/ __ Graphite /1_2700KF__> 0865 / A
5 £ (ADAPTA RF9913WX) CRI>90 7807 Im 99 Im/W DALI-2,1-10V, Push
o a22igm 93/__ White /3_3500KF__> 0865/ Z
. § 16) :
RET & (RAL 90O CRI>90 7807 Im 99,1 Im/W Casambi
£
5
o| § I
IS
T e Materials Packaging
29cm Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,7280 m?
£ %F‘ . . Gross weight 25,25 Kg Net weight 20,25 Kg
5 +=@ %E Light Source and electronics
§ 25 x LED 3,15 W 1050 mA Notes
%Ee‘ Constant Current 1050 mA Surface

160 cm

100~240V 50/60Hz

) O [#20) €€ [EAc) @ [Brvo]




Model

Finish
LED temperature colour
Control
0867 Finishes LED temperature colour Control
@ 18/ Graphite /1_2700KF_> 0867 / A
5 £ 5 (ADAPTA RF9913WX) CRI >90 7807 Im 99 Im/W DALI-2,1-10V, Push
o %
g e 93/ White /3_3500K[F_> 0867 /2
5% i o (RAL9016) CRI>90 7807 Im 99,1 Im/W Casambi
g :
g
o g I
9 : z
® Materials Packaging
29cm Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,7280 m?
€ ’ﬁ%‘ . . Gross weight 25,25 Kg Net weight 20,25 Kg
3 +=«©= % Light Source and electronics
§ 25 x LED 3,15 W 1050 mA Notes
F% Constant Current 1050 mA Built-in
100~240V 50/60Hz
“oen ) © fir20) C€ (Ea0) o
G2 210,5¢cm
0870 Finishes LED temperature colour Control
@® 18/ Graphite /1_2700K[F_ > 0870 / A
Ec (ADAPTA RF9913WX) CRI >90 4684,2Im 99 Im/W DALI-2,1-10V, Push
83 219 om 93/ __White /3 _3500KE_> 0870 /. Z
S5 e (RAL9016) CRI>90 4684,2Im 991Im/W  Casambi
SEl <
€
£
o
M
= O’UI Materials Packaging
e Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
29cm Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,2679 m3
E . . Gross weight 18,25 Kg Net weight 13,75 Kg
o I % Light Source and electronics
© 15x LED 3,15 W 1050 mA Notes
10 cm Constant Current 1050 mA Surface
100~240V 50/60Hz
D ce ®
0872 Finishes LED temperature colour Control
@ 18/ Graphite /1_2700K[F_> 0872 / A
(ADAPTA RF9913WX) CRI >90 4684,2Im 99 Im/W DALI-2,1-10V, Push
S¢ 93/ __White /3_3500K F__> 0872/ z
8o ell5om (RAL9016) CRI>90 4684,2Im 99,1Im/W  Casambi
é',s' I N
2 €
5
Q| ¢ Materials Packaging
&l o
g;I Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
g Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,2679 m3
2 cm

B

1O cm

Light Source and electronics
15 x LED 3,15 W 1050 mA
Constant Current 1050 mA
100~240V 50/60Hz

Gross weight 18,25 Kg Net weight 13,75 Kg
Notes

Built-in

D q3 4

GO 210,5¢cm




Algorithm Grid

0875 Finishes LED temperature colour Control
@ 18/ __ Graphite /1_2700KF_ > 0875/ A
Ec (ADAPTA RF9913WX) CRI>90 7494,72 Im 99 Im/W DALI-2,1-10V, Push
29 R
Se esm 93/ __White /3 _3500KEF_> 0875__ /. Z
%eq s (RAL9016) CRI>90 7494,72Im 99,1Im/W  Casambi
9t [ <
£
o
&l 5]
g Materials Packaging
Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,4500 m3
. . Gross weight 30,1Kg Net weight 22,1Kg
Light Source and electronics
24 x LED 3,15 W 1050 mA Notes
185 cm Constant Current 1050 mA Surface
100~240V 50/60Hz
D ce @
0877 Finishes LED temperature colour Control
@ 18/ __ Graphite /1_2700KF_ > 0877/ _A
(ADAPTA RF9913WX) CRI>90 7494,72 Im 99 Im/W DALI-2,1-10V, Push
5 51,5 om 93/__White /3_3500K > 0877 [/ z
§9 b (RAL9016) CRI >90 7494,721m 99,1Im/W  Casambi
i< I
2 £
5
g 13 I Materials Packaging
3 Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,4500 m3
. . Gross weight 30,1Kg Net weight 22,1Kg
Light Source and electronics
24 x LED 3,15 W 1050 mA Notes
Constant Current 1050 mA Built-in
185 cm 100~240V 50/60Hz
D ce @
G 210,5cm
0880 Finishes LED temperature colour Control
raphite
@ 18/ __Graphi /1_2700KF_> 0880 __/_A
c (ADAPTA RF9913WX) CRI>90 3747,41m 99 Im/W DALI-2,1-10V, Push
S5 26 em 93/ __ White /3_3500K 6> 0880 /. Z
Qe () (RAL9016) CRI>90 2712,9 Im 71,8 Im/W Casambi
: €
gel
£
o
8 Materials Packaging
Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes

Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel.

Light Source and electronics
12 x LED 3,15W 1050 mA
Constant Current 1050 mA
100~240V 50/60Hz

Total Vol. 0,3290 m3
Gross weight 16,5 Kg Net weight 11,4 Kg

Notes
Surface

Lep] D (ip20] C€ (Eac] @




Model

Finish
LED temperature colour
Control
0882 Finishes LED temperature colour Control
@ 18/ Graphite /1_2700KF_> 0882 / A
I3 (ADAPTA RF9913WX) CRI>90 37474 Im 99 Im/W DALI-2,1-10V, Push
S5 o115 om 93/ White /3_3500KE > 0882 / Z
<8 - (RAL9016) CRI>90 2712,91m 71,8Im/W  Casambi
St ]
[= £
NEIRE:
sl 2| 9] Materials Packaging
? . Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,3290 m3
. . Gross weight 16,5 Kg Net weight 11,4 Kg
Light Source and electronics
12 x LED 3,15W 1050 mA Notes
Constant Current 1050 mA Built-in
100~240V 50/60Hz
@ ce ®
D 210,5¢cm
0885 Finishes LED temperature colour Control
@® 18/ Graphite /1_2700K[F_> 0885 / A
S¢ (ADAPTA RF9913WX) CRI>90 7494,7 Im 99 Im/W DALI-2,1-10V, Push
8o BE2Em 98t __Wilkite /3_3500K € 0885/ 7
ve I 5- (RAL9016) CRI>90 54259Im 71,8Im/W  Casambi
O
€ & c ¥
£ o
o
AR
- 2] Materials Packaging
Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes
Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Total Vol. 0,7280 m3
. . Gross weight 25,25 Kg Net weight 20,25 Kg
e Light Source and electronics
S 24 x LED 3,55W 1050 mA Notes
0 Constant Current 1050 mA Surface
100~240V 50/60Hz
. @ (20) C€ [Eac) @
160 cm
0887 Finishes LED temperature colour Control
@ 18/ __ Graphite /1_2700KF_> 0887 / A
B (ADAPTA RF9913WX) CRI>90 7494,7 Im 99 Im/W DALI-2,1-10V, Push
o i
g8 529cm 93/ White /3_3500K 6> 0887/ Z
87 £ (RAL9016) CRI>90 54259 1m 71,8Im/W  Casambi
8¢ T
£
S|l e
& © 3] o .
7l Materials Packaging
Ball: Blowed glass. Glass fixation: Aluminum. 2 Boxes

160 cm

Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel.

Light Source and electronics
24 x LED 3,15W 1050 mA
Constant Current 1050 mA
100~240V 50/60Hz

Total Vol. 0,7280 m3
Gross weight 25,25 Kg Net weight 20,25 Kg

Notes
Built-in

(tep] D (p20] C€ [Eac]

t| <O 210,5cm




Algorithm rree

Design by Toan Nguyen

Like a cloud of frozen rain, this collection brings together beauty
and geometry. Mathematical order provides a magical harmony
with an astonishing range of permutations and compositions.
Can be customized to suit any space.

Pendants
* Built-in version
0820 *0822
-~
0820 Finishes LED temperature colour Control ElSctical
@ 18/__ Graphite /_2700KE_D 0820 /A connection
(ADAPTA RF9913WX) CRI>90 312,28 Im 90 Im/W DALI-2,1-10V, Push Surfuce:
93/ __ White /3_3500K > 0820 / Z -1283 Efjﬁ_\i’x"e
(RAL 9016) CRI>90 312,3Im 99,1 Im/W Casambi :31 Remote
219 cm Vi
£ J’_: for plaster
Q.U - ceilings
§ 5 Materials Packaging _32 )R;;r;ote
Q3 Ball: Blowed glass. Glass fixation: Aluminum. 1Box 0,18 x 0,55x 0,55 m for all types
é«é € Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Vol 0,0131 m3 ggﬁlrnogps
£ gu Light Seurss.and dlsckionics Gross weight 2,17 Kg Net weight 1,57 Kg
. 1x LED 3,15 W 1050 mA Notes
Constant Current 1050 mA Surface.
100~240V 50/60Hz Extra cable length. 16,00 €/m

) O [720) (€ [EAc) @ (Brvol]




1160/10|/1A 218

Model
Finish
LED temperature colour
Control
Electrical connection
Only for pendants

0822

21,5¢cm

max. 200 cm
min. 59 cm

39cm

i
29cm

Finishes LED temperature colour Control
@ 18/ __ Graphite /1_2700KE_> 0822 / A
(ADAPTA RF9913WX) CRI>90 312,28 Im 90 Im/W DALI-2,1-10V, Push
93/ __ White /3_3500KF > 0822 / z
(RAL9016) CRI >90 312,3Im 99,1 Im/W Casambi
Materials Packaging
Ball: Blowed glass. Glass fixation: Aluminum. 1Box 0,18 x 0,55 x 0,55 m
Ceiling rose: Steel. Diffuser: PC. Pendant structure: Steel. Vol 0,0131 m3
. . Gross weight 2,17 Kg Net weight 1,57 Kg
Light Source and electronics
1x LED 3,15 W 1050 mA Notes
Constant Current 1050 mA Built-in.
100~240V 50/60Hz Extra cable length. 16,00 €/m
UNTILSTOCK RUNS OUT

(o] D (r20) C€ [EAC] P
®z10,5cm




Composing pendants

Next sketches are composed by one or more compositions

52 x 0820. 7 x 0820.

Fach project is unique.

Visit vibia.com and

chose among multiple

compositions designed

| Ll | and adapted to your
i | l project needs.

Personalise your own
Algorithm composition quick
and easy at vibia.com

12 x 0820.



NS T T B ®E
q PP EETE QJap

BRI DS ® DD PDOE
@R Sorsv e sspssents

LR RS AR R F A R R 2




Electrical connection
options for model 0820

Drop ceiling

The innovative remote and built-in fittings accentuate
the silkiness and lightness of compositions on
suspended ceilings, its great visual grandeur taking
center stage.

For Ref. 0820

Remote Built-in
Micro @3 cm XXS a6cm @ 8cm
height 7 cm height 6 cm height 6 cm
for plaster ceilings. for all types of drop match with
Black finish. ceilings. Match with fixture finish.

fixture finish.




Regular ceiling

When architecture does not allow for performance,
surface and free wire showcase possibilities for any
need or desire with no limits, ideal for both individual
or cluster arrangements.

For Ref. 0820

Surface Free Wire

1- 3 wires 4 - 6 wires 7 - 9 wires
219cm @22cm 236 cm 240 cm
match with you can choose the finish of the canopy
fixture finish. among black, white or any colour

matching one of the pendants.
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